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PERI Push-Pull Props RS
RS 210, 260, 300, 450, 650 and RS 1000, 1400

With the development of the new 
PERI RS 210, RS 260, RS 300, RS 450 
and RS 650 push-pull-props, particu-
larly importance was placed on en-
suring a long service life, low mainte-
nance costs and fast handling. 
Therefore, all PERI push-pull props are 

now galvanized and - with the excep-

tion of the RS 210 - telescopic. The 

available lengths in the push-pull prop 

programme are complemented by the 

RS 1000 and RS 1400 props which are 

already manufactured in the same way. 

■ Quick adjustment
 Rough adjustment in 10-cm-incre-

ments can be carried out within sec-

onds thanks to the possibility of tele-

scoping. The fine adjustment then 

takes place with only a few turns of 

the push-pull prop.
■ Simple site operations
 The RS 210 to RS 650 push-pull props 

can be handled - regardless of the 

required extension length - from the 

assembly area. For this, the RS 650 

also has a chain guide which makes 

attaching and releasing the lifting 

chains possible without a ladder.

■ Supporting prefabricated elements.
 For using PERI RS push-pull props 

with prefabricated concrete elements, 

the Push-Pull Prop Adapter RS and 

the Quick Connector Head RS are 

used. As a result, the push-pull props 

can be safely and quickly installed and 

dismantled from the ground.

RS 210
L = 1.30 – 2.10 m

RS 300
L = 1.90 – 3.00 m

RS 450
L = 2.80 – 4.50 m

RS 650
L = 4.30 – 6.50 m

RS 1000
L = 6.40 – 10.00 m

RS 1400
L = 6,40 – 14,00 m

RS 260
L = 2.30 – 2.60 m
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■ Base Plate RS
 For all PERI push-pull props, the Base 

Plate-2 RS is used. It is equipped with 

2 bolts and thus allows the connec-

tion of the smaller push-pull props in 

each case as kicker braces.

■ Permissible loads

Base Plate-2 RS
Item no. 117343

6,40 7,00 8,00 9,00 10,00

29,5 26,0 19,6 14,6 11,1

30,2

6,40 – 11,00 12,00 13,00 14,00

30,9 28,6 23,4 19,1

31,8

1,30 – 2,00 2,10

25,0 23,6

25,0

1,90 – 2,30 2,50 3,00

25,0 21,6 14,2

25,0

2,80 – 3,60 4,00 4,50

25,0 17,2 11,8

25,0

4,30 – 4,90 5,00 5,50 6,00 6,50

25,0 24,4 18,5 15,9 13,2

25,0

Push-Pull Prop RS 1000 L = 6.40 – 10.00 m
Extension length L [m]

Perm. Compressive Force F [kN]

Perm. Tension Force F [kN]

Push-Pull Prop RS 1400 L = 6.40 – 14.00 m
Extension length L [m]

Perm. Compressive Force F [kN]

Perm. Tension Force F [kN]

Push-Pull Prop RS 210 L = 1.30 – 2.10 m

Push-Pull Prop RS 300 L = 1.90 – 3.00 m

Push-Pull Prop RS 450 L = 2.80 – 4.50 m

Push-Pull Prop RS 650 L = 4.30 – 6.50 m

Extension length L [m]

Perm. Compressive Force F [kN]

Perm. Tension Force F [kN]

Extension length L [m]

Perm. Compressive Force F [kN]

Perm. Tension Force F [kN]

Extension length L [m]

Perm. Compressive Force F [kN]

Perm. Tension Force F [kN]

Extension length L [m]

Perm. Compressive Force F [kN]

Perm. Tension Force F [kN]

2,30 2,60

25,0 22,1

25,0

Push-Pull Prop RS 260 L = 2.30 – 2.60 m
Extension length L [m]

Perm. Compressive Force F [kN]

Perm. Tension Force F [kN]
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PERI Push-Pull Props RS
For use with prefabricated concrete elements

... the securing lock of the Quick Connector 

Head secures and positions the push-pull prop.

Through attaching the Push-Pull Prop Adapter 

RS to the pre-assembled Quick Connector 

Head...

With the PERI Push-Pull Prop Adapter 

and Quick Connector Head RS, push-pull 

props are quickly installed on prefabri-

cated elements.

Safe installation of push-pull-props 
on prefabricated concrete elements 
from the ground is possible by 
means of the new PERI Push-Pull 
Prop adapter RS together with the 
Quick Connector Head RS. 
As a result, working operations become 

considerably faster because no ladders 

etc. are required. Everything is safely 

assembled from the erection area.

Important for construction crews:
All work is carried out safely from 
the ground and without ladders, 
working scaffold or work platforms.

■ Assembly
 Firstly, the Quick Connector Head RS 

and the Push-Pull Prop Connector are 

pre-assembled on the horizontally-

positioned prefabricated element and 

push-pull prop respectively. By attach-

ing the push-pull prop adapter to the 

quick connector head, the securing 

lock is pushed up. Subsequently, the 

securing lock falls downwards, locks 

in position and prevents the push-pull 

prop from being detached due to ten-

sile or compressive loads.
■ Dismantling
 For dismantling, the securing lock is 

simply pushed up with a board or a 

reinforcement bar and the push-pull 

prop is released.
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73
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min 1900     max 3000

Ø17
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Ø
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Ø48,3

min 2300     max 2600

60
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Ø17

Ø48,3
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1300min      max 2100

Ø48,3

Ø21

9

Ø17

1178

60
,3

Ø

117467  15,300

117468  22,800 Push-Pull Prop RS 450, galv.
Extension length L = 2.80 – 4.50 m. For aligning 

PERI formwork systems and prefabricated ele-

ments. 

Note
Permissible load: see PERI Design Tables. 

Push-Pull Prop RS 300, galv.
Extension length L = 1.90 – 3.00 m. For aligning 

PERI formwork systems and prefabricated ele-

ments. 

Note
Permissible load: see PERI Design Tables. 

118238  12,100 Push-Pull Prop RS 260, galv.
Extension length L = 2.30 – 2.60 m. For aligning 

PERI formwork systems and prefabricated ele-

ments.

Note
Permissible load: see PERI Design Tables.

117466  10,700 Push-Pull Prop RS 210, galv.
Extension length L = 1.30 – 2.10 m. For aligning 

PERI formwork systems and prefabricated ele-

ments. 

Note
Permissible load: see PERI Design Tables.

 Item no. Weight kg

RS Push-Pull Props
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 Item no. Weight kg

RS Push-Pull Props

117469  39,700 Push-Pull Prop RS 650, galv.
Extension length L = 4.30 – 6.50 m. For aligning 

PERI formwork systems and prefabricated ele-

ments. 

Note
Permissible load: see PERI Design Tables. 

4300min      max 6500

88
,9

Ø

Ø17

9

4140

Ø21

Ø48,3

028990 115,000 Push-Pull Prop RS 1000, galv.
Extension length L = 6.40 – 10.10 m. For aligning 

PERI formwork systems.

Note
Permissible load: see PERI Design Tables.

min 6325     max 10000

10

10
2

Ø

Ø21

Ø48,3

Ø21

Ø17

103800 271,000 Push-Pull Prop RS 1400, galv.
Extension length L = 6.40 – 14.00 m. For aligning 

PERI formwork systems.

Note
Permissible load: see PERI Design Tables. 

Chain detachable from the ground.

6400min      max 14000

6290

400020 x 200 = 400020 x 200 = 

Ø48,3

Ø21 Ø21
Ø17

Ø48,3

10

117343   3,160 Base Plate-2 for RS 210 - 1400, galv.
For assembling the RS 210, RS 260, RS 300, RS 

450, RS 650, RS 1000 and RS 1400 push-pull 

props. 

Complete with
2 pc. 105400 Pin Ø 20 x 140, galv. 

2 x 018060 Cotter Pin 4/1, galv.

261

10
6

52

64

Ø21
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 Item no. Weight kg

RS Push-Pull Props

117470   4,280 Quick Connector Head RS
For aligning prefabricated concrete elements. 

102 100

21
0

Ø21

117726   1,050 Push-Pull Prop Adapter RS
For aligning prefabricated concrete elements. 

50 49

11
5

120



The optimal System for every 
Project and every Requirements

PERI GmbH
Formwork Scaffolding Engineering
P.O. Box 1264

89259 Weissenhorn

Germany

Tel. +49 (0)7309.950-0

Fax +49 (0)7309.951-0

info@peri.com

www.peri.com

System-Independent Accessories

Wall Formwork Column Formwork

Slab Formwork Climbing Systems Tunnel Formwork Bridge Formwork

Shoring Systems Facade ScaffoldConstruction Scaffold Industrial Scaffold

Access Protection Scaffold Services
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